
SUPER GREEN FIVE STARS copper 
tubes, available as LWC, are ideal for 
the manufacture of refrigerators, air 
conditioners, heat exchangers, boilers, 
solar panels, fittings, metal-clad 
heating elements, wire terminals and 
other industrial applications.

In addition to being manufactured in 
accordance with standards EN 12735-1, 
EN 12735-2 and EN 12449, Feinrohren 
LWC tubes are produced with the 
innovative Feinrohren SGFS system, 
ensuring that residue values are almost 
ZERO, grain size is constant along the 
entire length of the coils.

SUPER GREEN FIVE STARS tubes are 
compatible with refrigerant fluids (such 
as R134a, R600 and R410) and 
lubricants (such as ESTER-OIL), 
maintaining compatibility with previous 
generation oils and fluids.

SUPER GREEN FIVE STARS tubes are 
available as level wound coil (LWC), with 
or without a cardboard reel, and with 
coil weights up to 460 kg.
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“Quality first and foremost”



“Da 60 anni percorriamo nuove
strade per i nostri clienti”

Available in Cu-DHP and CU-ETP alloys, it 
is produced using the  Feinrohren SGFS 
system, which is a guarantee of perfectly 
workable product.  
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The Cu-DHP copper tube with an internal 
grooved surface, available as level wound 
coil (LWC),  is ideal for the production of 
heat exchangers and air conditioners. 
Grain size is constant, the absence of 
welding and almost zero residue values 
give a product that is perfectly workable. 

FEINGROOVE
Standard: EN 12735-2, EN 12449 and customer specifications.

Available in annealed LWCs, with or 
without cardboard reel and with coil 
weights up to 260 kg. 

Excellent workability is also guaranteed by 
the homogeneity of the grain size and the 
absence of welding.
Available as annealed or hard level wound 
coil (LWC), with or without a cardboard reel, 
and with coil weights up to 460 kg.

Cu-DHP copper tube available hard or 
annealed, LWCs. 

GREEN SOLAR
Standard: EN 12735-2, EN 12449.

External surface with a high degree of 
cleaning that allows quick and easy 
ultrasonic or laser welding for the 
production of solar and thermal panels. 

CUSTOM SERVICES 
• Thermal performance software - Software to simulate the thermal performance of grooved tubes
• FEM analysis software - FEM simulations on different profiles and tube sizing
• Partnership with engineering department - Tests, analyses and research
• Machinery for tube testing and operation - Design and development of bespoke machinery

REFRIGERATION TUBE


